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Electric devices Locks

Asymmetrical electric device, 16,5x90 mm wide
Description
Electric device, 16,5 mm wide. It is available 
with or without internal repeater both with or 
without manual release lever.

Application
Make reference to the table for the 
compatibility of electric devices.

Fastening
The electric device is supplied with screws 
for the striker plate fastening.

Note. R.h. electric device on the drawing.

Pressure 
adjustment

R.h. L.h.

Electronic device data
table (collected at 20° C)

Low absorption Normal absorption

B02600.05.0X
B02600.07.0X

B02600.01.0X
B02600.02.0X
B02600.03.0X
B02600.04.0X

Tension 12V ±1V 12V
Extended power - -
Nominal resistance 60 Ω 7,7 Ω

 DC absorption (stabilized) 200 mA 1560 mA
 AC absorption 130 mA 1100 mA

Max latch preloading  DC 
(stabilized) 10N 30N

Max latch preloading  AC 80N 120N
Antiburglar resistance 3000N 3000N

0X = 01 (rh) or 02 (lh)

“R.h.” and “l.h.” refer to pull doors according to DIN 107 regulation. 

Article Type With repeater With manual 
release lever

B02600.01.01 rh
NO NO

B02600.01.02 lh
B02600.02.01 rh

NO YES
B02600.02.02 lh
B02600.03.01 rh

YES NO
B02600.03.02 lh
B02600.04.01 rh

YES YES
B02600.04.02 lh
B02600.05.01 rh

NO NO
B02600.05.02 lh
B02600.07.01 rh

YES NO
B02600.07.02 lh
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